
P R O P R IE TA '                                   

PRO P ERTY

U N ITA '        

U N IT

V A LO R E           

V A LU E

S d    (S p e s s o r e  d 'a r i a  e q u i v a l e n t e )                               

Sd    (Eq u i v a l e n t  t h i c k n e ss o f a i r ) 
m 16

μ    (R e s i s t e n za  a l l a  d i ffu s i o n e  d e l  v a p o r e  a c q u e o )         

μ    (R e si st a n c e  t o  w a t e r  v a p o r  d i ffu si o n ) 
/ 80000

D e n s i tà                                                 

D e n s ity
g / cm 3 0,923

C a ri co  d i  s n e rv a m e n to                          

Y ie ld  s tre s s
M P a 11/ 9

C a ri co  d i  ro ttu ra                                   

T e n s ile  s tre n g h t
M P a 16/ 15

A l l u n g a m e n to  e  ro ttu ra                      

S tra in  a n d  b re a k
M P a 514/ 671

T ra z i o n e  e  ro ttu ra                            

T ra ct io n  a n d  b re a k  
N 40

FOGLIO PE
PE SHEET Art.  4503

Il foglio PE (polietilene) ha la funzione sia da isolante sia 
da barriera antiumidità. Nel caso di posa dei pannelli 
isolanti sopra la terra bisogna interporre tra il terreno e lo 
strato isolante i fogli PE (vedi figura). La posa della 
barriera all’umidità deve seguire i seguenti crireti:
- sovrapposizione di due strisce adiacenti di almeno 80 

mm e fissaggio con nastro adesivo;
- risalita, in prossimità delle strisce isolanti perimetrali, 

dello strato isolante in modo da garantire l’isolamento 
alle infiltrazioni di cemento tra massetto e soletta.

Nel caso di installazione di pavimentazione in legno fare 
riferimento alla norma UNI 11371.

Description

Descrizione

The PE sheet (polyethylene) is an insulating and anti-
humidity product. If the insulating panels are installed on 
the ground is advisable to lay the PE foils between the 
ground and the insulating layer (see drawing). The 
following criteria must be applied to install a damp-proof 
barrier:
• two adjacent strips must overlap for at least 80 mm and 
must be fixed with adhesive tape;
• near the edge insulating strips, the insulating foil must 
rise up so as to ensure the insulation from cement 
infiltrations between the screed and the floor slab.
When installing the wood floor refer to standard UNI 
11371.
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Fascia perimetrale
Edge strip

Foglio PE
PE sheet

Pannello isolante
Insulating panel

Ghiaione rullato
Pressed coarse gravel

Technical features

Caratteristiche tecniche

C O D I C E                 

C O D E
4 5 0 0 0 2 5

S p e s s o r e   

T h i c k n e s s
0 , 2  m m

L u n g h e z z a             

L e n g t h
1 0 0  m

A l t e z z a                     

H e i g h t
1 , 2  m

S u p e r f i c i e  u t i l e   

U s e f u l  s u r f a c e
1 2 0  m 2

Dimensional features

Caratteristiche dimensionali
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